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Description Applications Compatible Fixtures*
Packaged, modular switching solution for  
audio-visual applications. Provides high and 
low light levels with front-of-room on/off  
controls. Pre-wired Control Splice Box, modular 
wiring harnesses, occupancy sensors, switches 
and custom-engraved switch plate provided.

• Classrooms
• Conference rooms
• Multi-use spaces

• Radi-X (P-ID-8000)
• SAE 7700 (P-ID-7700)
• Arcos ID (P-ID-5900)
• LC 82 (P-ID-8200)
• �Any 2 or 3 lamp  

pendant fixture

Daylight harvesting solution with fixture-
integrated photosensor and dimming ballasts 
installed at our factory. One photosensor can 
control an entire row of fixtures within the 
daylight zone.

• Classrooms
• Offices
• Libraries
• Retail stores
• Airports
• Laboratories
• Lobbies

• Arcos ID (P-ID-5900)
• Arcos Perf (P-I-5900)
• Arcos M5 (P-ID-59M)
• Latitude-L (P-ID-82M)
• Latitude-C (P-ID-93M)
• Radi-X (P-ID-8000)
• SAE 7700 (P-ID-7700)

Comprehensive and customized control 
solutions with Litecontrol fixtures and Lutron 
EcoSystemTM digital addressable ballasts  
and controls.

• Classrooms
• Offices
• Laboratories
• Healthcare
• Airports

Too many to list - visit  
litecontrol.com/cs for  
full details

Occupancy-based control with a fixture- 
integrated passive infrared sensor. Fixture  
can be switched off or switched to a low- 
power, low-light-output mode when the  
space is vacant.

• Libraries
• Retail stores

• Staklite 500

Occupancy-based control with an ultrasonic 
sensor integrated into a pendant-mounted 
fixture. Fixture can be switched off or switched 
to a low-power, low-light-output mode when 
the space is vacant.

• Small offices
• Conference rooms
• �Any space where a 

single sensor provides 
adequate coverage

• Arcos ID (P-ID-5900)
• Arcos Perf (P-I-5900)

Occupancy-based control with an ultrasonic 
sensor integrated into a wall-mounted fixture. 
Fixture can be switched off or switched to a 
low-power, low-light-output mode when the 
space is vacant.

• Stairwells
• Corridors
• Dressing rooms

• V3 (W-A-3400)
• �Wall Mod2 (W-ID-4600)

* �Please visit litecontrol.com/cs for the latest listing of compatible fixtures for each of our Control Solutions, and for 
full technical and installation details.
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